UTS In-line receptacle

Description

A cable-to-cable solution

Intended for cable-to-cable applications,
UTS  Inine connector guaranties an

excellent sealing level rated up to
Dynamic IP68/69K.

Applications

UTS Indine receptacles can be used in
applications such as:

* Renewable & Portable Energy

+ Factory Automation & Control

* Machine Tools / Special Machines
* Robotics

+ Building Automation & Control

* Instrumentation / Measurement
= Off-Road

« Lighting

= Signalling

jé' « Stage Light & Sound

= Civil marine

Benefits

Excellent watertightness
+ ‘0°ring on the rear part of the receptacle
* Dynamic IP68/69K sealing level

Double watertighness
+ Seals on backshell & receptacle

Ideal for outdoor / indoor applications
* Plastic shell - corrosion resistance

Easy use in tigh-space areas
* Ergonomic design

Easy visual identification & keying
* Colour rings - optional

Intermateability with specific plugs
= Plug with discrete wire sealing or screw Waterproof
contact termination backshell

RoHS compliant
* Respect for environment

SOURIAU's Offer

» Availability: 4 shell sizes, 12 contact layouts

= Other versions: with screw contact
termination or with discrete wire sealing

RoH® _at
“  SOURIAU

Connection Technology



UTS In-line receptacle

Technical characteristics

Mechanical

* Durability

* Vibration resistance
* Thermal shock

250 matings & unmatings
per CEl 60512-4
per MIL-5TD 1344 method 1003

Electrical
* |nsulation resistance 5000 MQ min.
* Test potential 2000 Vrms

* As per VDE / UL standards - please refer to UTS
catalogue page 9

Environmental
* Operating temperature -40°C to + 105°C

* Sealing (mated) Dynamic IP68/69K
IP6&7 with grommet (up to
IP68/69K with easy handling
plastic backshell)

Contact arrangements

”
Size 10 W

* LIV resistance No mechanical degra-
dation or important variation of color after 5 years
of exposure in natural environment (equivalence
exposure to sun & moisture as per 1ISO 4892)

* Salt spray resistance 500 hours
* Flammability rating UL94V0

Material
* Connectors + Backshell Thermoplastic
* Seal gasket Silicone

* RoHS compliant & conform to the Chinese
standard SJ/T 1166-2006 (Chinese RoHS
equivalent)
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Contacts : Contacts : Contacts : Contacts : Contads :
70 1.6 (#16) 2916 H#16) 11 HIO 230 1.6 #16) 32 01 (#20)
6+ 1PP

Contacts : Contacts : Contacts : Contacts : Contacts : Contacts : Contacts :
2682.4(#12 30 16 (#16) 468 16 #16) 6 @ 1 (#20) 4 @ 1.6 (#16) 8 @ 1.6 (#16) 1061 #200
2010 #2200 2+1PB 3+1PB

1 LN g
L '
Size 14 W Size 18* 1
19

A UTS In-line version with discrete wire sealing version
@  UTS In-line version with screw contact termination









www.bflconnect.com
sales@bflconnect.com
tel: +44 (0) 845 094 1660
fax: +44 (0) 845094 1770



